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to request a Water Supply Assessment (WSA) from the local water purveyor prior
to project approval. If the projected water demand associated with a proposed
development is included in the most recent UWMP, the development is
considered to have sufficient water supply per California Water Code Section
10910, and a WSA is not required. All projects that meet any of the following
criteria require a WSA:

1) A proposed residential development of more than 500 dwelling units;

2) A proposed shopping center or business establishment of more than 500,000
square feet of floor space or employing more than 1,000 persons;

3) A proposed commercial office building of more than 250,000 square feet of
floor space or employing more than 1,000 persons;

4) A proposed hotel or motel of more than 500 rooms;

5) A proposed industrial, manufacturing, or processing plant or industrial park
of more than 40 acres of land, more than 650,000 square feet of floor area,
or employing more than 1,000 persons;

6) A mixed-use project that falls in one or more of the above-identified
categories; or

7) A project not falling in one of the above-identified categories but that would
demand water equal or greater than the amount required by a 500-dwelling
unit project.

As the Project does not meet any of the criteria above, a WSA is not anticipated to be
performed.

3. EXISTING CONDITION

The Project Site is approximately 39,995 sq. ft. (0.92 ac) and is currently occupied by
three structures, which include a a two-story multi-family residential building containing
eight dwelling units, a three-story former single-family residential building (containing
approx. 7,757 sf), a two-story classroom building containing approximately 16,000
square feet of floor area operated by the Japanese Language School Unified School
System, and a surface parking lot. The multi-family residential building and classroom
building would be removed as part of the Project, and the existing single-family
residential building would be adaptively reused to provide residential amenities (with a
resulting floor area of approx. 7,687 sf). The Project fronts Menlo Avenue to the west and
sits approximately mid-block between Pico Boulevard and West 11th Street. The Project
fronts separate private developments on the north, east, and south.

LADWRP is responsible for providing water supply to the City while complying with
County, State, and Federal regulations. Primary sources of water for the LADWP service
area are the Los Angeles Aqueducts (LAA), State Water Project (supplied by MWD) and
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these goals by expanding its water conservation program. To increase recycled water use,
LADWP is expanding the recycled water distribution system to provide water for
irrigation, industrial use, and groundwater recharge.

Compliance of the Project and future development projects with regulatory requirements
that promote water conservation such as the Los Angeles Municipal Code, including the
City's Green Building Code, as well as AB 32, would also assist in assuring that adequate
water supply is available on a cumulative basis.

Based on the above, it is anticipated that LADWP would be able to supply the water
demands of the Project as well as future growth. Therefore, cumulative impacts on water
supply would be less than significant.

7. LEVEL OF SIGNIFICANCE

Based on the analysis contained in this report no significant impacts have been identified
to water infrastructure for this Project.
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EXHIBIT 2



City of Los Angeles
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Los Angeles Department of Water and Power - Water System (Joame B
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System maximum pressure should be used only for determining class of piping and fittings.
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NOTE: Data obtained from hydraulic analysis using peak hour.
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Project Site Addresses: 1216 Menlo Ave, Los Angeles, CA 90006
Please run all 6 hydrants simultaneously. See application #1 for additional hydrant numbers.

Water Purveyor: Los Angeles Department of Water & Power Date:

Signtature: ) e 3& &

! "#P %% &
"Los Angeles Department of Water and Power", and mailed to:
Los Angeles Department of Water and Power
Distribution Engineering Section - Water
Attn: Business Arrangements
P.O. Box 51111 - Room 1425
Los Angeles, CA 90051-5700
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