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Figure 3 
Related Projects 

 
Construction-related noise levels from any related project would be intermittent and temporary. 
As with the Project, any related projects would comply with the LAMC’s restrictions, including 
restrictions on construction hours and noise from powered equipment. Noise associated with 
cumulative construction activities would be reduced to the degree reasonably and technically 
feasible through proposed mitigation measures for each individual related project and compliance 
with the noise ordinance. 

As illustrated in Table 8, the cumulative noise impacts at the analyzed sensitive receptors would 
not be considered significant, as they would not exceed 5.0 dBA Leq. The noise contours from 
these related project(s) are illustrated in Figure 4. These cumulative noise levels at analyzed 
sensitive receptors are marginally higher than impacts from the Proposed Project alone, as more 
distant related projects have minimal impact on construction noise levels due to intervening 
structures that shield noise from more distant construction sites. Based on this, there would not 
be cumulative noise impacts at any nearby sensitive uses located near the Project Site and related 
projects in the event of concurrent construction activities.  
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Table 8 
Cumulative Construction Noise Impacts at Off-Site Sensitive Receptors 

Receptor 

Maximum 
Construction 
Noise Level 
(dBA Leq) 

Existing 
Ambient 

Noise Level 
(dBA Leq) 

New 
Ambient 

Noise Level 
(dBA Leq) 

Increase 
(dBA Leq) 

Potentially 
Significant? 

1. Taglyan Complex 64.3 68.1 69.6 1.5 No 
2. Mental Health Center 63.0 68.1 69.3 1.2 No 
3. Early Head Start School 58.9 66.7 67.4 0.7 No 
4. Residences – 6231-39 Lexington 

Ave. 61.4 59.5 63.6 4.1 No 

5. Hotel – 1133 Vine St. 54.7 66.7 67.0 0.3 No 
6. Residences – 6230-40 Lexington 

Ave. 61.5 59.5 63.6 4.1 No 

7. Hotel – 6326 Lexington Ave. 58.6 57.6 61.1 3.5 No 
8. Residences – 6232-38 La Mirada 

Ave. 52.4 59.5 60.3 0.8 No 

Source:  DKA Planning, 2022. 
 
 

 
Figure 4 

Construction Noise Contours from Cumulative Development 
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Off-Site Construction Noise 

Other concurrent construction activities from related projects can contribute to cumulative off-site 
impacts if haul trucks, vendor trucks, or worker trips for any related project(s) were to utilize the 
same roadways. Distributing trips to and from each related project construction site substantially 
reduces the potential that cumulative development could more than double traffic volumes on 
existing streets, which would be necessary to increase ambient noise levels by 3 dBA. The 
Proposed Project would contribute up to 193 PCE vehicles during a peak, would represent about 
7.6 percent of traffic volumes on Vine Street, which carries about 2,552 vehicles at Lexington 
Avenue in the morning peak hour of traffic.24 

Any related projects would have to add 2,359 peak hour PCE vehicle trips to double volumes on 
Vine Street or any downstream roadways further from the Project Site. The four related projects 
within 1,000 feet of the Project Site would not be capable of generating this much truck traffic, as 
they would have to average 590 peak hour PCE vehicle trips.  
 
• 1235 Vine Street (project 28) is comparable in scale to the Proposed Project, with 109,190 

square feet of office and 7,900 square feet of restaurants. As such, it is likely to generate a 
comparable amount of construction-related traffic (i.e., around 200 PCE vehicle in a peak 
hour). 

• 1360 Vine Street (project 30) is approximately 3.4 times the floor area as the Proposed 
Project (i.e., 463,521 square feet of office and 20,912 square feet of restaurant), it is unlikely 
to generate substantially more peak-hour PCE trips than the Proposed Project, as the 
construction duration is likely to be longer, thus moderating any peak-hour construction 
impacts. 

• 1400 Vine Street (project 18) is comparable in scale to the Proposed Project, with 198 
apartments and 16,000 square feet of restaurants. As such, it is likely to generate a 
comparable amount of construction-related traffic (i.e., around 200 PCE vehicles in a peak 
hour). 

• 1149 Gower Street (project 29), is comparable in scale to the Proposed Project, with 169 
apartments. As such, it is likely to generate a comparable amount of construction-related 
traffic (i.e., around 200 PCE vehicle in a peak hour). 

 
As such, cumulative noise due to construction truck traffic from the Project and related projects 
do not have the potential to exceed the ambient noise levels along the haul route by 5 dBA. As 
such, cumulative noise impacts from off-site construction would be less than significant. 
 

 
24  Gibson Transportation Consulting, Inc. Transportation Assessment for the 1200 Vine Street Project; 

September 2022. 
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Operation 

The Project Site and Hollywood neighborhood has been developed with residential and 
commercial land uses that have previously generated, and will continue to generate, noise from 
a number of operational noise sources, including mechanical equipment (e.g., HVAC systems), 
outdoor activity areas, and vehicle travel. The four active related projects in the vicinity of the 
Project Site are residential or mixed-use in nature and would also generate stationary-source and 
mobile-source noise due to ongoing day-to-day operations. These types of uses generally do not 
involve use of noisy heavy-duty equipment such as compressors, diesel-fueled equipment, or 
other sources typically associated with excessive noise generation. 

On-Site Stationary Noise Sources  

Noise from on-site mechanical equipment (e.g., HVAC units) and any other human activities from 
related projects would not be typically associated with excessive noise generation that could result 
in increases of 5 dBA or more in ambient noise levels at sensitive receptors when combined with 
operational noise from the Proposed Project. The presence of intervening multi-story buildings 
along Vine Street and the residential neighborhoods that flank it will generally shield noise impacts 
from one or more projects that may generate operational noise. Therefore, cumulative stationary 
source noise impacts associated with operation of the Project and related projects would be less 
than significant.  

Off-Site Mobile Noise Sources  

The Project would add up to 892 vehicle trips to the local roadway network on a peak weekday at 
the start of operations in 2027, including up to 95 peak hour P.M. and 97 peak hour A.M. vehicle 
trips. The four active related projects within 1,000 feet of the Project Site are projected to generate 
about 768 additional vehicle trips in the P.M. peak hour.25 When combined with the Proposed 
Project, these five developments would add up to 863 P.M. peak hour vehicle trips onto local 
roadways, which would represent 33.8 percent of the 2,552 vehicles currently using Vine Street 
at Lexington Avenue in the P.M. peak hour.26 Therefore, cumulative noise impacts due to off-site 
traffic would not increase ambient noise levels by 3 dBA to or within their respective “Normally 
Unacceptable” or “Clearly Unacceptable” noise categories, or by 5 dBA or greater overall. 
Additionally, the Project would not result in an exposure of persons to or a generation of noise 
levels in excess of standards established in the local general plan or noise ordinance, or 
applicable standards of other agencies. 

 
 
 
 
 

 
25 Gibson Transportation Consulting, Inc. Transportation Assessment for the 1200 Vine Street Project; 

September 2022. 
26  Ibid. 
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Session Report 
9/14/2022

Information Panel

Name Hotel 6326 Lexington Avenue

Comments

Start Time 9/12/2022 1:24:33 PM

Stop Time 9/12/2022 1:39:35 PM

Run Time 00:15:02

Serial Number SE40213991

Device Name SE40213991

Model Type Sound Examiner

Device Firmware Rev R.11C

Company Name

Description

Location

User Name

Summary Data Panel

Description Meter Value Description Meter Value

Leq 1 57.6 dB

Exchange Rate 1 3 dB Weighting 1 A

Response 1 SLOW Bandwidth 1 OFF

Logged Data Chart

Hotel 6326 Lexington Avenue: Logged Data Chart

Logged Data Table

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 1



9/12/2022 1:25:33 PM 87.7 45.8 60.9 53.2

1:26:33 PM 85 47.2 62.6 54.9

1:27:33 PM 88.2 48.7 69.8 57.3

1:28:33 PM 82.3 46.7 57.8 51.9

1:29:33 PM 79.4 48.8 64.7 55.9

1:30:33 PM 78.8 47 56.5 52.1

1:31:33 PM 87.8 48.2 75.2 64.7

1:32:33 PM 78 45.7 59.8 52.3

1:33:33 PM 82.7 46.8 62.8 55.6

1:34:33 PM 86.6 47.2 67.3 59.6

1:35:33 PM 81.4 49.8 63 57.2

1:36:33 PM 78.4 46 60.9 55.4

1:37:33 PM 82.8 46.6 69.3 58.7

1:38:33 PM 77.9 48.7 60.7 56.1

1:39:33 PM 79.9 53.6 61.9 57.2

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 2



Session Report 
9/14/2022

Information Panel

Name Hollywood Mental Health Center

Comments

Start Time 9/12/2022 1:09:09 PM

Stop Time 9/12/2022 1:24:11 PM

Run Time 00:15:02

Serial Number SE40213991

Device Name SE40213991

Model Type Sound Examiner

Device Firmware Rev R.11C

Company Name

Description

Location

User Name

Summary Data Panel

Description Meter Value Description Meter Value

Leq 1 68.1 dB

Exchange Rate 1 3 dB Weighting 1 A

Response 1 SLOW Bandwidth 1 OFF

Logged Data Chart

Hollywood Mental Health Center: Logged Data Chart

Logged Data Table

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 1



9/12/2022 1:10:09 PM 97.2 52.8 84.5 72.6

1:11:09 PM 87.2 51 74.1 67.8

1:12:09 PM 87.4 54.7 74.6 67.9

1:13:09 PM 92.9 57.9 78.6 70.2

1:14:09 PM 95.3 59.5 80.7 71.5

1:15:09 PM 84.9 50.4 68.3 63.7

1:16:09 PM 90.3 52.6 72.3 65.6

1:17:09 PM 88 54.8 73.4 67

1:18:09 PM 98.1 55 73.3 65.6

1:19:09 PM 92.5 52.5 69.5 61.2

1:20:09 PM 92 51.1 77.6 71.1

1:21:09 PM 84.8 50.9 71.7 65.1

1:22:09 PM 87.6 54.4 71.1 65.6

1:23:09 PM 86 57.8 68.5 65.1

1:24:09 PM 92.8 56.1 72 66.7

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 2



Session Report 
9/14/2022

Information Panel

Name 6239 Lexington Avenue

Comments

Start Time 9/12/2022 12:46:09 PM

Stop Time 9/12/2022 1:01:53 PM

Run Time 00:15:44

Serial Number SE40213991

Device Name SE40213991

Model Type Sound Examiner

Device Firmware Rev R.11C

Company Name

Description

Location

User Name

Summary Data Panel

Description Meter Value Description Meter Value

Leq 1 59.5 dB

Exchange Rate 1 3 dB Weighting 1 A

Response 1 SLOW Bandwidth 1 OFF

Logged Data Chart

6239 Lexington Avenue: Logged Data Chart

Logged Data Table

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 1



9/12/2022 12:47:09 PM 87.9 49.4 61.1 54.8

12:48:09 PM 86.3 48.4 67.6 57.5

12:49:09 PM 87.5 51.6 62.1 56.8

12:50:09 PM 75.1 51.4 59.7 54.8

12:51:09 PM 92.9 49.5 62 54.7

12:52:09 PM 79 51.2 63 56.3

12:53:09 PM 88.2 49.9 63.2 57

12:54:09 PM 83.4 49.6 65.5 57.7

12:55:09 PM 82.9 50.3 63.1 55.1

12:56:09 PM 86.6 51.3 63.9 58

12:57:09 PM 85.9 50.5 58.8 55.3

12:58:09 PM 82 50.5 67.2 57

12:59:09 PM 85.3 52.5 64 57.7

1:00:09 PM 82.8 49.2 61.7 54.5

1:01:09 PM 87.7 50.1 65.7 58.7

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 2



Session Report 
9/14/2022

Information Panel

Name Hampton Hotel

Comments

Start Time 9/12/2022 1:40:19 PM

Stop Time 9/12/2022 1:55:20 PM

Run Time 00:15:01

Serial Number SE40213991

Device Name SE40213991

Model Type Sound Examiner

Device Firmware Rev R.11C

Company Name

Description

Location

User Name

Summary Data Panel

Description Meter Value Description Meter Value

Leq 1 66.7 dB

Exchange Rate 1 3 dB Weighting 1 A

Response 1 SLOW Bandwidth 1 OFF

Logged Data Chart

Hampton Hotel: Logged Data Chart

Logged Data Table

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 1



9/12/2022 1:41:19 PM 85.1 56.3 70.5 67.4

1:42:19 PM 84 52.4 70 65.9

1:43:19 PM 89.5 50.1 76.5 66.5

1:44:19 PM 87.1 52.9 72.2 66.5

1:45:19 PM 88 61.2 72.4 67.4

1:46:19 PM 97.7 52.3 76.4 66.1

1:47:19 PM 95.3 55 74.8 68.4

1:48:19 PM 92 56.6 74.1 67.1

1:49:19 PM 87.8 55.8 74.8 67.3

1:50:19 PM 86 58.2 73.3 67.3

1:51:19 PM 96.1 59.7 84.5 71.8

1:52:19 PM 82.9 56.2 76.6 65.8

1:53:19 PM 89 53.5 64.9 59.7

1:54:19 PM 85.1 51.4 66 58.8

1:55:19 PM 80.6 49.1 63.5 56.8

Date/Time Lapk-1 Lasmn-1 Lasmx-1 Leq-1

Page 2
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Level Corrections
Source name Size Reference Day Evening Night Cwall CI CT

m/m² dB(A) dB(A) dB(A) dB dB dB
Construction Site 3922 m² Lw/unit 109.7 - - - - -

Noise emissions of industry sources

Douglas Kim & Associates LLC  808 Holly Road  Belmont, CA 94002



Coordinates Building Height Limit Level Conflict
No. Receiver name X Y side Floor abv.grd. Day Day Day

in meter m dB(A) dB(A) dB
1 Early Head Start School 11377600.953773181.00 East GF 97.73 - 58.6 -
2 Hotel -1133 Vine St. 11377597.093773134.38 East GF 96.08 - 53.8 -
3 Hotel - 6326 Lexington Ave. 11377558.343773208.00 North GF 96.83 - 56.9 -
4 Mental Health Center 11377631.803773300.35 West GF 98.40 - 58.5 -
5 Residences - 6230-40 Lexington Ave. 11377691.483773200.49 North GF 97.35 - 60.9 -
6 Residences - 6231-39 Lexington Ave. 11377701.123773226.73 South GF 98.57 - 61.4 -
7 Residences - 6232-38 La Mirada Ave. 11377698.883773307.22 North GF 99.01 - 49.2 -
8 Taglyan Complex 11377601.123773261.83 East GF 97.81 - 64.0 -

Receiver list

Douglas Kim & Associates LLC  808 Holly Road  Belmont, CA 94002



Level
Source name Traffic lane Day

dB(A)
Early Head Start School GF 58.6

Construction Site - 58.6
Hotel -1133 Vine St. GF 53.8

Construction Site - 53.8
Hotel - 6326 Lexington Ave. GF 56.9

Construction Site - 56.9
Mental Health Center GF 58.5

Construction Site - 58.5
Residences - 6230-40 Lexington Ave. GF 60.9

Construction Site - 60.9
Residences - 6231-39 Lexington Ave. GF 61.4

Construction Site - 61.4
Residences - 6232-38 La Mirada Ave. GF 49.2

Construction Site - 49.2
Taglyan Complex GF 64.0

Construction Site - 64.0

Contribution levels of the receivers

Douglas Kim & Associates LLC  808 Holly Road  Belmont, CA 94002







Reference 15.24 meter

Sound Pressure Level (Lp) 75.0 dBA

Sound Power Level (Lw) 109.7 dB

Existing Leq Noise New Leq Difference Leq Significant?

68.1 64.0 69.5 1.4 No
68.1 58.5 68.6 0.5 No
66.7 58.6 67.3 0.6 No
59.5 61.4 63.6 4.1 No
66.7 53.8 66.9 0.2 No
59.5 60.9 63.3 3.8 No
57.6 56.9 60.3 2.7 No
59.5 49.2 59.9 0.4 No

Note: Sound Power Level (Lw) assumes full sphere propagation

Residences - 6230-40 Lexington Ave.

Hotel - 6326 Lexington Ave.

Residences - 6232-38 La Mirada Ave.

Hotel - 1133 Vine St.

Construction Noise Impacts

Receptor

Taglyan Complex

Mental Health Center

Residences - 6231-39 Lexington Ave.

Early Head Start School



 
 

OPERATIONS NOISE CALCULATIONS 
 
 
 
 
 
 
 
 
 



Land Use Code

Setting

Time Period

Trip Type

# Data Sites

Time Entering Exiting Entering Exiting Entering Exiting

12-1 AM 0.7 0.3 0.8 0.2 2.6 0

1-2 AM 0.3 0.2 1.3 0.1 0.4 0

2-3 AM 0.2 0.2 0.8 0.3 0.9 0.9

3-4 AM 0.4 0.3 0.6 0.3 0.4 0

4-5 AM 0.3 0.8 0.6 0.0 0.4 1.8

5-6 AM 0.6 2.7 2.3 1.6 0.4 3.1

6-7 AM 1.5 6.5 4.1 4.1 1.8 8.0

7-8 AM 2.8 12.1 4.2 17.7 5.3 12.0

8-9 AM 3.5 8.8 5.1 9.2 4.8 10.2

9-10 AM 2.9 5.7 2.5 5.6 5.7 4.9

10-11 AM 2.7 4.7 4.4 3.8 2.2 4.9

11-12 PM 4.5 4.5 3.1 5.7 3.9 2.7

12-1 PM 4.8 4.6 4.7 5.2 4.4 2.7

1-2 PM 4.1 4.8 5.3 3.7 3.9 6.7

2-3 PM 5.8 5.0 5.9 3.3 3.9 4.9

3-4 PM 6.7 4.9 6.2 4.4 6.1 4.0

4-5 PM 10.6 6.2 10.0 4.7 4.8 5.8

5-6 PM 12.6 7.7 8.7 4.1 8.3 7.6

6-7 PM 9.3 6.6 6.7 8.6 8.8 4.0

7-8 PM 7.8 4.8 6.7 4.4 7.9 4.4

8-9 PM 7.0 3.3 5.1 4.3 7.0 2.2

9-10 PM 5.5 2.2 4.6 3.1 5.3 4.9

10-11 PM 3.6 1.9 4.4 2.8 7.0 3.1

11-12 AM 2.0 1.1 1.9 2.8 3.5 1.3

Hourly Trips Average Daytime Average Nighttime

12-1 AM 1.0 0.5 2 2

1-2 AM 0.5 0.25 1 1

2-3 AM 0.4 0.2 1 1

3-4 AM 0.7 0.35 2 2

4-5 AM 1.1 0.55 2 2

5-6 AM 3.3 1.65 7 7

6-7 AM 8.0 4 18 18

7-8 AM 14.9 7.45 33 33

8-9 AM 12.3 6.15 27 27

9-10 AM 8.6 4.3 19 19

10-11 AM 7.4 3.7 17 17

11-12 PM 9.0 4.5 20 20

12-1 PM 9.4 4.7 21 21

1-2 PM 8.9 4.45 20 20

2-3 PM 10.8 5.4 24 24

3-4 PM 11.6 5.8 26 26

4-5 PM 16.8 8.4 37 37

5-6 PM 20.3 10.15 45 45

6-7 PM 15.9 7.95 35 35

7-8 PM 12.6 6.3 28 28

8-9 PM 10.3 5.15 23 23

9-10 PM 7.7 3.85 17 17

10-11 PM 5.5 2.75 12 12

11-12 AM 3.1 1.55 7 7

ADT (Vine St Driveway) 446

27 10

8 4 3

% of 24-Hour Traffic % of 24-Hour Traffic % of 24-Hour Traffic

Weekday Weekday Weekday

Vehicle Vehicle Vehicle

Hourly Distribution of Entering and Exiting Vehicle Trips by Land Use
Source: ITE Trip Generation Manual , 10th Edition

221

Multifamily Housing (Mid-Rise)

General Urban/Suburban Dense Multi-Use Urban Center City Core



Federal Transit Administration Yes
Noise Impact Assessment Spreadsheet No

version: 1/29/2019 Project Noise Exposure/Ldn (dBA)
Project Noise Exposure/Leqh (dBA)

Project: 1200 Vine Street Project Noise Exposure/Leqh (dBA)
Project Results Summary

Existing Leqh: 56 dBA
Total Project Leqh: 36 dBA 1. Outdoor Quiet

Receiver Parameters Total Noise Exposure: 56 dBA 2. Residential
Receiver: Taglyan Complex Increase: 0 dB 3. Institutional

Land Use Category: 3. Institutional Impact?: None
Existing Noise (Measured or Generic Value): 56 dBA

Distance to Impact Contours
Dist to Mod. Impact Contour 

(Source 1): 11 ft Fixed Guideway
Dist to Sev. Impact Contour 

(Source 1): 6 ft Highway/Transit

Noise Source Parameters Stationary Source
Number of Noise Sources: 1 --

1 Bus Operating Facility
Noise Source Parameters Source 1 Bus Storage Yard

Source Type: Stationary Source Bus Transit Center
Specific Source: Parking Garage Source 1  Results Crossing Signals

Noisiest hr of Number of Autos/hr 54 Leqh: 36.2 dBA Ferry Terminal (no fog horn)
Activity During 40 Ferry Terminal (w/ fog horn)
Sensitive hrs 55 Layover Tracks (commuter rail)

Parking Garage
10 Park & Ride Lot

40 Rail Yard & Shops
65 --

--
Distance Distance from Source to Receiver (ft) 100

Number of Intervening Rows of Buildings 0 2 Automobiles and Vans
Adjustments Noise Barrier? No Buses (diesel-powered)

Buses (electric)
Buses (hybrid)
--
--

--
Highway/Transit --
Rail Car --

3 --
40 --
2.8 --

3 3 Bus Operating Facility
40 Bus Storage Yard
0.7 Bus Transit Center

Crossing Signals
Distance 50 Ferry Terminal (no fog horn)

1 Ferry Terminal (w/ fog horn)
Adjustments Noise Barrier? No Layover Tracks (commuter rail)

Joint Track/Crossover? No Parking Garage
Embedded Track? No Park & Ride Lot

Aerial Structure? No Rail Yard & Shops
--
--

Stationary Source
Transit warning device 4 Automobiles and Vans

Buses (diesel-powered)
50 Buses (electric)
0.465 Buses (hybrid)

--
--

50 --
0.11 --

--
Distance 50 --

0 --
Adjustments Noise Barrier? --

5 Bus Operating Facility
Bus Storage Yard
Bus Transit Center
Crossing Signals

Highway/Transit Ferry Terminal (no fog horn)
Buses (hybrid) Ferry Terminal (w/ fog horn)

Layover Tracks (commuter rail)
50 Parking Garage
1 Park & Ride Lot

Rail Yard & Shops
--

50 --
0.44

6 Automobiles and Vans
Distance 70 Buses (diesel-powered)

0 Buses (electric)
Adjustments Noise Barrier? Buses (hybrid)

--
--
--
--
--

Stationary Source --
Parking Garage --

--

Distance

Adjustments Noise Barrier?

Highway/Transit
Buses (diesel-powered)

0.0 dBA
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Adjustments Noise Barrier?
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Land Use Code
Setting

Time Period
Trip Type

# Data Sites

Time Entering Exiting Entering Exiting Entering Exiting
12-1 AM 0.7 0.3 0.8 0.2 2.6 0

1-2 AM 0.3 0.2 1.3 0.1 0.4 0
2-3 AM 0.2 0.2 0.8 0.3 0.9 0.9
3-4 AM 0.4 0.3 0.6 0.3 0.4 0
4-5 AM 0.3 0.8 0.6 0.0 0.4 1.8
5-6 AM 0.6 2.7 2.3 1.6 0.4 3.1
6-7 AM 1.5 6.5 4.1 4.1 1.8 8.0
7-8 AM 2.8 12.1 4.2 17.7 5.3 12.0
8-9 AM 3.5 8.8 5.1 9.2 4.8 10.2

9-10 AM 2.9 5.7 2.5 5.6 5.7 4.9
10-11 AM 2.7 4.7 4.4 3.8 2.2 4.9
11-12 PM 4.5 4.5 3.1 5.7 3.9 2.7

12-1 PM 4.8 4.6 4.7 5.2 4.4 2.7
1-2 PM 4.1 4.8 5.3 3.7 3.9 6.7
2-3 PM 5.8 5.0 5.9 3.3 3.9 4.9
3-4 PM 6.7 4.9 6.2 4.4 6.1 4.0
4-5 PM 10.6 6.2 10.0 4.7 4.8 5.8
5-6 PM 12.6 7.7 8.7 4.1 8.3 7.6
6-7 PM 9.3 6.6 6.7 8.6 8.8 4.0
7-8 PM 7.8 4.8 6.7 4.4 7.9 4.4
8-9 PM 7.0 3.3 5.1 4.3 7.0 2.2

9-10 PM 5.5 2.2 4.6 3.1 5.3 4.9
10-11 PM 3.6 1.9 4.4 2.8 7.0 3.1
11-12 AM 2.0 1.1 1.9 2.8 3.5 1.3

Hourly Trips Average Daytime Average Nighttime
12-1 AM 1.0 0.5 2 2

1-2 AM 0.5 0.25 1 1
2-3 AM 0.4 0.2 1 1
3-4 AM 0.7 0.35 2 2
4-5 AM 1.1 0.55 2 2
5-6 AM 3.3 1.65 7 7
6-7 AM 8.0 4 18 18
7-8 AM 14.9 7.45 33 33
8-9 AM 12.3 6.15 27 27

9-10 AM 8.6 4.3 19 19
10-11 AM 7.4 3.7 17 17
11-12 PM 9.0 4.5 20 20

12-1 PM 9.4 4.7 21 21
1-2 PM 8.9 4.45 20 20
2-3 PM 10.8 5.4 24 24
3-4 PM 11.6 5.8 26 26
4-5 PM 16.8 8.4 37 37
5-6 PM 20.3 10.15 45 45
6-7 PM 15.9 7.95 35 35
7-8 PM 12.6 6.3 28 28
8-9 PM 10.3 5.15 23 23

9-10 PM 7.7 3.85 17 17
10-11 PM 5.5 2.75 12 12
11-12 AM 3.1 1.55 7 7

ADT (Lexington Ave Driveway) 446
27 10

Hourly Distribution of Entering and Exiting Vehicle Trips by Land Use
Source: ITE Trip Generation Manual , 10th Edition

221

General Urban/Suburban Dense Multi-Use Urban Center City Core
Multifamily Housing (Mid-Rise)

8 4 3
% of 24-Hour Traffic % of 24-Hour Traffic % of 24-Hour Traffic

Weekday Weekday Weekday
Vehicle Vehicle Vehicle



Federal Transit Administration Yes
Noise Impact Assessment Spreadsheet No

version: 1/29/2019 Project Noise Exposure/Ldn (dBA)
Project Noise Exposure/Leqh (dBA)

Project: 1200 Vine Street Project Noise Exposure/Ldn (dBA)
Project Results Summary

Existing Ldn: 56 dBA
Total Project Ldn: 39 dBA 1. Outdoor Quiet

Receiver Parameters Total Noise Exposure: 56 dBA 2. Residential
Receiver: Residences - 6236-40 Lexington Ave. Increase: 0 dB 3. Institutional

Land Use Category: 2. Residential Impact?: None
Existing Noise (Measured or Generic Value): 56 dBA

Distance to Impact Contours
Dist to Mod. Impact Contour 

(Source 1): 17 ft Fixed Guideway
Dist to Sev. Impact Contour 

(Source 1): 10 ft Highway/Transit

Noise Source Parameters Stationary Source
Number of Noise Sources: 1 --

1 Bus Operating Facility
Noise Source Parameters Source 1 Bus Storage Yard

Source Type: Stationary Source Bus Transit Center
Specific Source: Parking Garage Source 1  Results Crossing Signals

Daytime hrs Avg. Number of Autos/hr 27 Leq(day): 35.6 dBA Ferry Terminal (no fog horn)
40 Leq(night): 31.3 dBA Ferry Terminal (w/ fog horn)
55 Ldn: 38.7 dBA Layover Tracks (commuter rail)

Parking Garage
Nighttime hrs Avg. Number of Autos/hr 10 Park & Ride Lot

40 Rail Yard & Shops
65 --

--
Distance Distance from Source to Receiver (ft) 80

Number of Intervening Rows of Buildings 0 2 Automobiles and Vans
Adjustments Noise Barrier? No Buses (diesel-powered)

Buses (electric)
Buses (hybrid)
--
--

--
Highway/Transit --
Rail Car --

3 --
40 --
2.8 --

3 3 Bus Operating Facility
40 Bus Storage Yard
0.7 Bus Transit Center

Crossing Signals
Distance 50 Ferry Terminal (no fog horn)

1 Ferry Terminal (w/ fog horn)
Adjustments Noise Barrier? No Layover Tracks (commuter rail)

Joint Track/Crossover? No Parking Garage
Embedded Track? No Park & Ride Lot

Aerial Structure? No Rail Yard & Shops
--
--

Stationary Source
Transit warning device 4 Automobiles and Vans

Buses (diesel-powered)
50 Buses (electric)
0.465 Buses (hybrid)

--
--

50 --
0.11 --

--
Distance 50 --

0 --
Adjustments Noise Barrier? --

5 Bus Operating Facility
Bus Storage Yard
Bus Transit Center
Crossing Signals

Highway/Transit Ferry Terminal (no fog horn)
Buses (hybrid) Ferry Terminal (w/ fog horn)

Layover Tracks (commuter rail)
50 Parking Garage
1 Park & Ride Lot

Rail Yard & Shops
--

50 --
0.44

6 Automobiles and Vans
Distance 70 Buses (diesel-powered)

0 Buses (electric)
Adjustments Noise Barrier? Buses (hybrid)

--
--
--
--
--

Stationary Source --
Parking Garage --

--

Distance

Adjustments Noise Barrier?

Highway/Transit
Buses (diesel-powered)

0.0 dBA
0.0 dBA
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CONSTRUCTION BUILDING DEBRIS
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CUMULATIVE PROJECTS 
 





 
 
 
 
 

 
CUMULATIVE CONSTRUCTION NOISE IMPACTS 

 



Level Corrections
Source name Size Reference Day Evening Night Cwall CI CT

m/m² dB(A) dB(A) dB(A) dB dB dB
Construction Site 3922 m² Lw/unit 109.7 - - - - -
Construction Site (Related Project - 1235 Vine St) 1383 m² Lw/unit 109.7 - - - - -
Construction Site (Related Project - 1360 Vine St) 586 m² Lw/unit 109.7 - - - - -
Construction Site (Related Project - 1440 Vine St) 606 m² Lw/unit 109.7 - - - - -
Construction Site (Related Project - 1149 Gower St_ 7155 m² Lw/unit 109.7 - - - - -

Noise emissions of industry sources

Douglas Kim & Associates LLC  808 Holly Road  Belmont, CA 94002



Coordinates Building Height Limit Level Conflict
No. Receiver name X Y side Floor abv.grd. Day Day Day

in meter m dB(A) dB(A) dB
1 Early Head Start School 11377600.953773181.00 East GF 97.73 - 58.9 -
2 Hotel -1133 Vine St. 11377597.093773134.38 East GF 96.08 - 54.7 -
3 Hotel - 6326 Lexington Ave. 11377558.343773208.00 North GF 96.83 - 58.6 -
4 Mental Health Center 11377631.803773300.35 West GF 98.40 - 63.0 -
5 Residences - 6230-40 Lexington Ave. 11377691.483773200.49 North GF 97.35 - 61.5 -
6 Residences - 6231-39 Lexington Ave. 11377701.123773226.73 South GF 98.57 - 61.4 -
7 Residences - 6232-38 La Mirada Ave. 11377698.883773307.22 North GF 99.01 - 52.4 -
8 Taglyan Complex 11377601.123773261.83 East GF 97.81 - 64.3 -

Receiver list

Douglas Kim & Associates LLC  808 Holly Road  Belmont, CA 94002



Level
Source name Traffic lane Day

dB(A)
Early Head Start School GF 58.9

Construction Site - 58.8
Construction Site (Related Project - 114 - 33.1
Construction Site (Related Project - 123 - 36.3
Construction Site (Related Project - 136 - 38.1
Construction Site (Related Project - 144 - 40.4
Hotel -1133 Vine St. GF 54.7

Construction Site - 54.6
Construction Site (Related Project - 114 - 30.1
Construction Site (Related Project - 123 - 32.9
Construction Site (Related Project - 136 - 23.1
Construction Site (Related Project - 144 - 22.4
Hotel - 6326 Lexington Ave. GF 58.6

Construction Site - 57.3
Construction Site (Related Project - 114 - 28.1
Construction Site (Related Project - 123 - 52.6
Construction Site (Related Project - 136 - 36.9
Construction Site (Related Project - 144 - 36.4
Mental Health Center GF 63.0

Construction Site - 58.3
Construction Site (Related Project - 114 - 25.0
Construction Site (Related Project - 123 - 61.2
Construction Site (Related Project - 136 - 33.9
Construction Site (Related Project - 144 - 29.8
Residences - 6230-40 Lexington Ave. GF 61.5

Construction Site - 61.2
Construction Site (Related Project - 114 - 33.0
Construction Site (Related Project - 123 - 48.7
Construction Site (Related Project - 136 - 28.7
Construction Site (Related Project - 144 - 32.2
Residences - 6231-39 Lexington Ave. GF 61.4

Construction Site - 61.3
Construction Site (Related Project - 114 - 41.3
Construction Site (Related Project - 123 - 34.5
Construction Site (Related Project - 136 - 28.8
Construction Site (Related Project - 144 - 26.8
Residences - 6232-38 La Mirada Ave. GF 52.4

Construction Site - 49.4
Construction Site (Related Project - 114 - 34.2
Construction Site (Related Project - 123 - 49.2
Construction Site (Related Project - 136 - 29.7
Construction Site (Related Project - 144 - 31.1
Taglyan Complex GF 64.3

Construction Site - 64.2
Construction Site (Related Project - 114 - 36.9
Construction Site (Related Project - 123 - 45.5
Construction Site (Related Project - 136 - 40.7
Construction Site (Related Project - 144 - 42.5

Contribution levels of the receivers

Douglas Kim & Associates LLC  808 Holly Road  Belmont, CA 94002







Reference 15.24 meter

Sound Pressure Level (Lp) 75.0 dBA

Sound Power Level (Lw) 109.7 dB

Existing Leq Noise New Leq Difference Leq Significant?

68.1 64.3 69.6 1.5 No
68.1 63.0 69.3 1.2 No
66.7 58.9 67.4 0.7 No
59.5 61.4 63.6 4.1 No
66.7 54.7 67.0 0.3 No
59.5 61.5 63.6 4.1 No
57.6 58.6 61.1 3.5 No
59.5 52.4 60.3 0.8 No

Note: Sound Power Level (Lw) assumes full sphere propagation

Residences - 6230-40 Lexington Ave.

Hotel - 6326 Lexington Ave.

Residences - 6232-38 La Mirada Ave.

Hotel - 1133 Vine St.

Cumulative Construction Noise Impacts

Receptor

Taglyan Complex

Mental Health Center

Residences - 6231-39 Lexington Ave.

Early Head Start School


